Emulator-605x for SRCP

Em605x was written to use DDW server with non SRCP-compatible programs (e.g. RAILWARE, WinDigipet, Railroad&Co). Emulator-605x can translate commands from loco and solenoid decoders to SRCP 0.82 commands. It also sends information from S88 modules to the controller program. The emulator uses a virtual serial port for communication. Therefore, the train controller program, the emulator and DDW server can be operated on the same PC. 

Emulator-605x uses a configuration file. In this file data from all used devices are stored. Emulator-605x sends only commands to DDW server for those devices, which are configured in Emulator-605x. A interface for configuration is integrated into Emulator-605x. In addition, the learn mode helps to keep track with the used devices: If learn mode is activated a window pops up each time a device unknown to Emulator-605x is used where the protocol (Marklin/Motorola or NMRA/DCC) can by specified.
Roman Lauer has created very elegant tools to use the SRCP-0.82 protocol and to use the virtual serial port. These components were the basis for Emulator-605x.

Since my experience with the above mentioned programs were very basic I want to thank Uli and Guido, who helped me with initial testing. 

Quick start:

- install the virtual seriel port
- reboot the PC
- start Emulator-605x
- open Setup->General setup and change configuration if necessary 
- open Setup->Loco setup and configure all used Loco decoders, not necessary if learn mode is activated

- open Setup->Solenoid setup and configure all used Solenoid decoders, not necessary if learn mode is activated 

- start DDW and switch to SRCP 0.82 mode
- activate File->Connect to server 

- activate Feedback->Start feedback if applicable

- start the controller program and configure it to use the virtual serial port provided by Emulator-605x. The virtual port is shown in the left part of the status bar 

Please report all problems and suggestions to: grafe@dhzb.de

Michael Grafe

Berlin, March 2005
